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2 Brief introduction

2.1 Introduction

It is a portable device designed according to oscillography principle, which can continuously monitor the blood

pressure within 24 h, providing an accurate basis for the diagnosis. It is widely used in hospitals, clinics and

doctor offices.

2.2 Features

Product:

1) Compact and portable design, friendly and beautiful interface, easy to use.

2) Be applicable for adults.

3) 24-hour ambulatory blood pressure monitoring, manual and automatic modes are available, up to 500
groups of data can be recorded.

4) 0.96" color LCD.

5) Display of multiple information, including countdown time, low-battery, error information and time.

6) Unit: mmHg / kPa

7) Arechargeable and detachable lithium battery is adopted.

8) Over-limit prompt function for parameters, and the prompt tone can be turned on/off.

9) Bluetooth transmission.

10) Communicate with PC, achieving multiple functions, such as data review, result analysis, trend chart

observation and report printing.

PC software:

)]
2)
3)

4)
5)

6)

It can be connected to this device by the USB interface.

The measurement results can be downloaded from this device.

Display of dipper blood pressure curve, color-filling chart, histogram, pie chart, fitted curve and other
charts.

Each NIBP data can be edited, and annotation can be added.

Some information (such as basic information, doctor's advice, NIBP status description and current
medicine-taken information) can be edited.

Support report printing and print preview functions.

2.3 Performance

NIBP:
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Measurement method: Oscillometry

Measurement mode: upper arm

Measurement interval in AUTO mode: 5, 10, 15, 20, 30, 40, 60, 90, 120, 180, 240 minutes
Measurement range: 0 kPa (0 mmHg) ~ 40 kPa (300 mmHg)

Resolution: 1 mmHg

Accuracy: = 3 mmHg

Over-limit prompt parameters: SYS, DIA

Inflation: automatic inflation by a force pump

Deflation: automatic multistep deflation

Measurement range: 40 bpm ~ 240 bpm
Resolution: 1 bpm
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Safety:
€ Power supply: DC 3.7 V (a lithium battery)
€ Safety class: internally powered equipment, defibrillation-proof type BF applied part

2.4 Accessories

An adult cuff

A PC software

A User Manual

A USB cable

A cloth bag
Lithium battery
Adapter (optional)
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Large adult cuff (optional)
2.5 Physical characteristic

Dimension: 113 (L) x 67 (W) x 26 (H) mm
Weight: 180 g (including battery)
Operating environment:
Temperature: 5 °C ~ 40 °C
Relative humidity: 15 % ~ 85 %
Atmospheric pressure: 700 hPa ~ 1060 hPa
Specific EMC, climate, mechanical environment: do not use a mobile phone in the vicinity of the device,
as the strong radiation field produced by the mobile phone may interfere its normal functions.
Transport and storage environment:
Temperature: - 20 °C ~ 55 °C
Relative humidity: <95 %
Specific EMC, climate, mechanical environment: the packed device should be stored in a room with no

corrosive gases and good ventilation, temperature: - 20 °C ~ + 55 °C, relative humidity: < 95 %, and avoid
strong shock, vibration and splashing with rain or snow during transport.

2.6 Optional configuration

No. Accessory name Model Purpose
1 Large adult cuff with a bladder (33 ~ 47 cm) (with clip) IGN0050 NIBP measurement
2 Adapter CMS0105-5US Charging

2.7 Certification

No

3 Selling points analysis

1) Compact and lightweight design, convenient to carry.

2)  24-hour ambulatory blood pressure monitoring, automatic measure one more time.
3) The rechargeable and detachable lithium battery is adopted.

4) Be applicable for adults, manual and automatic modes are available.

5) 0.96" color LCD.

6) Up to 500 groups of data can be stored.
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7) Bluetooth transmission.
8) Communicate with PC, achieving multiple functions, such as data review, result analysis, and report
printing.
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